
Large motorized stand with
305x305mm travel range

For the Keyence Digital Microscope VHX-7000 Series



Keyence VHX-S770E
YX Travel: 100x100mm

(XYZmotorised stage,
Z motorised focus

MI-300
YX Travel: 305x305mm

(XYZmotorised stage,
Z motorised focus with
VHX S700F

Increase travel
in XY

System Configuration

Keyence Z-Axis Keyence Camera and Lenses

Stage Inserts*2

Laser-based
elemental analyzer
EA-300 *1

VHX-7100 *1
VHX-7020
RZ Lens
Lens joint
Joint holder *1

VHX-S700F *1

*1 Configuration according to Keyence VHX catalogue

*2 IDC Stage Inserts are customizable

NOTE! The following standard Keyence
functions are not available when using
the IDC MI-300 system:
• FI Head collision prevention
• Focus view camera
• One-push calibration
• Eucentric adjustment for tilt axis

VHX-7000N *1 VHX-A70 *1 VK-S1000K *1

VHX-E20

VHX-E100

VHX-E500

VHX-E2500

Universal Stage Insert
330x320mm

Stage Insert for Wafer

Universal Stage Insert
for Transmitted Light

IDC Micro Inspection GmbH, Alte Landstrasse 144, 8800 Thalwil, Switzerland sales@idc-gmbh.ch idc-gmbh.ch


